
Ïðèìåíåíèå:
Ïðåäíàçíà÷åí äëÿ çàùèòû òðóáîïðîâîäîâ è îáîðóäîâàíèÿ îò òåðìè÷åñêîãî ðàñøèðåíèÿ ñðåäû. 
Ïîäõîäèò äëÿ ïðîäóêòîâ ðàçäåëåíèÿ âîçäóõà, ïàðîâ è êðèîãåííûõ ñæèæåííûõ ãàçîâ âêëþ÷àÿ ñæèæåííûé 
ïðèðîäíûé ãàç.
Ðàáî÷àÿ òåìïåðàòóðà: îò -196°C (77K) äî +65°C (338K)

Êðèîãåííûå ïðåäîõðàíèòåëüíûå óãëîâûå êëàïàíû èç íåðæàâåþùåé ñòàëè, PN63, ñâèäåòåëüñòâî 
òèïà TÜV-SV. 1048. S/G/L

Ñòàíäàðòíûé ïðåäîõðàíèòåëüíûé êëàïàí, 
êëàïàí ñ óïëîòíåíèåì  èç ãðàôèòèðîâàííîãî ôòîðîïëàñòà, ñ çàêðûòîé êðûøêîé ïðóæèíû,
âûõîä: âíóòðåííÿÿ ðåçüáà Rc 3/8 ïî ISO 7/1
“îáåçæèðåí äëÿ ïðèìåíåíèÿ â ñðåäå êèñëîðîäà"

Ïðîèçâ.¹ 06011.X.0000
Âõîä: íàðóæíàÿ ðåçüáà R (BSPT) ïî ISO 7/1
Ïðîèçâ.¹ 06011.X.2000
Âõîä: íàðóæíàÿ ðåçüáà G (BSPP) ïî ISO 228/1
Ïðîèçâ.¹ 06011.X.5000
Âõîä: íàðóæíàÿ ðåçüáà FNPT ïî ANSI B 1.20.1

Âîçìîæíûå èçìåíåíèÿ - òîëüêî ïî çàêàçó:
- ñ ïðèñîåäèíåííûì êîë?íîì íà âûõîäå

Ïðåäîõðàíèòåëüíûå êëàïàíû
Òèï 06011

Ðàçìåðû â ìì.
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Ìàòåðèàëû DIN EN ASTM 
1 Êîðïóñ 1.4408 A 351 CF8M 
2 Êëàïàí Ôòîðîïëàñò/ýëåêòðîóãëåðîä  (25%) 

3 Íàïðàâë. 
Êîëüöî 

1.4301 A 276 Grade 304 
4 Øïèíäåëü 1.4301 A 276 Grade 304 

5 Ïðóæèíà 1.4571 A 276 Grade 316Ti 
6 Êðûøêà 1.4301 A 276 Grade 304 
7 Ïîäæèìíàÿ 

ãàéêà 
1.4305 A 276 Grade 303 

8 Êîíòðãàéêà 1.4305 A 276 Grade 303 
9 Ïðîáêà 1.4301 A 276 Grade 304 

 

Òèï 06011 Òåõíè÷åñêèå äàííûå  
Ðåçüáà âõîäíîãî øòóöåðà GW äþéì 1/4 3/8 1/2 
Óñëîâíûé ïðîõîä d0 6,0 6,0 6,0 

Ðàçìåðíûé êîä .X. 0200 0300 0400 
Äàâëåíèå îòêðûòèÿ Áàð 5,0-55,0 5,0-55,0 5,0-55,0 

Âûñîòà H  70 70 70 
Äëèíà L1 13 15 17 
Äëèíà L2 13 13 13 

Ðàçìåð ïîä êëþ÷ S1 19 19 19 
Ðàçìåð ïîä êëþ÷ S2 19 19 19 
Âåñ êã 0,18 0,195 0,21 

Êîýôôèöèåíò ðàñõîäà áw 0,09 0,09 0,09 
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Ïðèìå÷àíèå: Êëàïàíû ïîñòàâëÿþòñÿ òîëüêî 
ïðåäíàñòðîåíûå. Ïðè çàêàçàõ íåîáõîäèìî óêàçàòü 
òðåáóåìîå äàâëåíèå íàñòðîéêè, ñðåäó è òåìïåðàòóðó.

Ïðèíÿòàÿ ìàðêèðîâêà ñîîòâåòñòâóåò 
åâðîïåéñêîìó ñòàíäàðòó 97/23/EG (PED).

Ìàðêèðîâêà ïî 99/36/EG (TPED) 
òîëüêî ïî çàêàçó.



Ïðåäîõðàíèòåëüíûå êëàïàíû
Òèï 06011

Òàáëèöà ðàñ÷¸òíîé ïðîïóñêíîé ñïîñîáíîñòè 

Ðàñ÷¸ò ïî AD2000-Merkblatt A2 / DIN EN ISO 4126-1

Ñðåäà:
3Âîçäóõ â íîðì. ì /÷ ïðè 0°C è äàâëåíèè 1013,25 ìáàð

Âîäà â êã/÷ 

Ðàñõîä ïðè ïîëíîñòüþ îòêðûòîì êëàïàíå.

d  - óñëîâíûé ïðîõîä0

A  - ïðîõîäíîå ñå÷åíèå0

Èçáûòíîå 
äàâëåíèå 

â áàð 

GW 1/4 3/8 1/2 1/4 3/8 1/2 

d0 (ìì) 6,0 6,0 
A0 (ìì2) 28,3 28,3 

Ñðåäà  Âîçäóõ Âîäà 
5,0  11,3 304 
6,0  13,2 333 

7,0  15,1 359 
8,0  17,0 384 

9,0  18,9 407 
10,0  20,8 429 
12,0  24,6 470 

14,0  28,4 508 
16,0  32,2 543 
18,0  36,0 576 

20,0  39,9 607 
22,0  43,7 637 

24,0  47,5 665 
26,0  51,3 692 
28,0  55,1 718 
30,0  58,9 744 

32,0  62,7 768 
34,0  66,5 792 

36,0  70,3 814 
38,0  74,2 837 
40,0  78,0 859 

42,0  81,8 880 
44,0  85,6 900 
46,0  89,4 921 

48,0  93,2 940 
50,0  97,0 960 

52,0  100,8 979 
54,0  104,6 998 
55,0  106,5 1007 
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