
Ïðèìåíåíèå:
Ïðåäíàçíà÷åí êàê çàùèòíûé ýëåìåíò ñòàöèîíàðíûõ è ìîáèëüíûõ ¸ìêîñòåé. 
Ïîäõîäèò äëÿ ïðîäóêòîâ ðàçäåëåíèÿ âîçäóõà, ïàðîâ è êðèîãåííûõ ñæèæåííûõ ãàçîâ âêëþ÷àÿ ñæèæåííûé 
ïðèðîäíûé ãàç.
Ðàáî÷àÿ òåìïåðàòóðà:  îò -196°C (77K) äî +185°C (458K)

Ïðåäîõðàíèòåëüíûå óãëîâûå êëàïàíû äëÿ êðèîãåííîãî îáîðóäîâàíèÿ, èç áðîíçû, PN40, 
ñâèäåòåëüñòâî òèïà TÜV-SV. 780. D/G

Ñòàíäàðòíûé ïðåäîõðàíèòåëüíûé êëàïàí (0,2 - 25,0/40,0 áàð)
êëàïàí ñ ìåòàëëè÷åñêèì óïëîòíåíèåì, ñ çàêðûòîé êðûøêîé ïðóæèíû, ñ ïîäúåìíûì ìåõàíèçìîì, 
“îáåçæèðåí äëÿ ïðèìåíåíèÿ â ñðåäå êèñëîðîäà”
Ïðîèçâ. ¹ 06416.X.0000
Âõîä: íàðóæíàÿ ðåçüáà G (BSPP) ïî ISO 228/1, Âûõîä: âíóòðåííÿÿ ðåçüáà G (BSPP) ïî ISO 228/1 

Ïðîèçâ. ¹ 06416.X.2000
Âõîä: íàðóæíàÿ ðåçüáà R (BSPT) ïî ISO 7/1, Âûõîä: âíóòðåííÿÿ ðåçüáà G (BSPP) ïî ISO 228/1 

Ïðîèçâ. ¹ 06416.X.5000
Âõîä: íàðóæíàÿ ðåçüáà NPTF ïî ANSI B 1.20.1, Âûõîä: âíóòðåííÿÿ ðåçüáà G (BSPP) ïî ISO 228/1

Ïðîèçâ. ¹ 06416.X.6000
Âõîä: íàðóæíàÿ ðåçüáà NPTF ïî ANSI B 1.20.1,  Âûõîä: âíóòðåííÿÿ ðåçüáà NPTF ïî ANSI B 1.20.1

Âîçìîæíûå èçìåíåíèÿ - òîëüêî ïî çàêàçó:
· íàðóæíàÿ ÷àñòü êîðïóñà íèêåëèðîâàííà
· ñ ïðèñîåäèíåííûì êîëåíêîì íà âûõîäå

Ïðåäîõðàíèòåëüíûå êëàïàíû
Òèï 06416

Ðàçìåðû â ìì.

Ïðèíÿòàÿ ìàðêèðîâêà ñîîòâåòñòâóåò 
åâðîïåéñêîìó ñòàíäàðòó 97/23/EG (PED).

Ïðèìå÷àíèå:  Êëàïàíû ïîñòàâëÿþòñÿ òîëüêî     
ïðåäíàñòðîåíûå. Ïðè çàêàçàõ íåîáõîäèìî óêàçàòü 
òðåáóåìîå äàâëåíèå íàñòðîéêè, ñðåäó è òåìïåðàòóðó.
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Ìàòåðèàëû DIN EN ASTM 
1 Âûïóñêíîé êîðïóñ CC491K B 62 UNS C83600 
2 Âïóñêíîé êîðïóñ 1.4301 A 276 Grade 304 
4 Òàðåëêà 1.4541 A 276 Grade 321 
5 Íàïðàâëÿþùàÿ CW453K B 103 UNS C52100 

6 Ñòåðæåíü CW453K B 103 UNS C52100 
7 Ïðóæèíà 1.4571 A 276 Grade 316Ti 
8 Êðûøêà ïðóæèíû 1.4308 A 351 CF8 

9 Ïîäæèìíàÿ ãàéêà CW614N B 283 UNS C38500 
10 Êîíòðãàéêà CW614N B 283 UNS C38500 
11 Êîðïóñ ïîä.ìåõàíèçìà CW614N B 283 UNS C38500 
12 Ïðóæèíà 1.4571 A 276 Grade 316Ti 

13 Ïîäú¸ìíûé ñòåðæåíü CW614N B 283 UNS C38500 
14 Ðû÷àã 1.4408 A 351 CF8M 

 

Òèï 06416 Òåõíè÷åñêèå äàííûå 
Óñëîâíûé ðàçìåð GW  äþéì 1/2 3/4 1 
Óñëîâíûé ïðîõîä d0 10,5 10,5 14,0 
Ðàçìåðíûé êîä .X. 1004 1006 1410 

Äèàïàçîí ðàá. äàâëåíèÿ áàð 0,2-25,0 0,2-25,0 0,2-40,0 
Âûõîäíîé øòóöåð GA 1 1 1-1/4 
Âûñîòà H  175 175 194 
Äëèíà L1 14 16 18 

Äëèíà L2 36 36 42 
Ðàçìåð ïîä êëþ÷ S1 30 30 41 
Ðàçìåð ïîä êëþ÷ S2 41 41 50 

Âåñ êã 1,96 1,00 1,50 
Êîýôôèöèåíò ðàçãðóçêè îò 3,0 áàð áw 0,67 0,67 0,67 
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Ìàðêèðîâêà ïî 99/36/EG (TPED) 
òîëüêî ïî çàêàçó.



Ïðåäîõðàíèòåëüíûå êëàïàíû
Òèï 06416

Òàáëèöà ðàñ÷¸òíîé ïðîïóñêíîé ñïîñîáíîñòè
Ðàñ÷¸ò ïî AD2000-Merkblatt A2 / DIN EN ISO 4126-1

Ñðåäà:
3Âîçäóõ â íîðì. ì /÷ ïðè 0°C è äàâëåíèè 1013,25 ìáàð

Ðàñõîä ïðè ïîëíîñòüþ îòêðûòîì êëàïàíå.

d  - óñëîâíûé ïðîõîä0

A  - ïðîõîäíîå ñå÷åíèå0

GW 1/2 3/4 1 

d0 (ìì) 10,5 10,5 14,0 

A0 (ìì
2
) 86,6 86,6 153,9 

Äàâëåíèå 
îòêðûòèÿ  

â áàð 
Ñðåäà Âîçäóõ 

0,2  31 31 61 
0,5  49 49 88 
1,0  75 75 133 

1,5  99 99 176 
2,0  123 123 216 
3,0  170 170 303 

4,0  214 214 380 
5,0  257 257 457 
6,0  301 301 535 
7,0  344 344 612 

8,0  387 387 689 
9,0  431 431 766 

10,0  474 474 844 

12,0  561 561 998 
14,0  648 648 1153 
16,0  735 735 1307 

18,0  822 822 1461 
20,0  909 909 1616 
22,0  996 996 1770 
24,0  1082 1082 1925 

25,0  1126 1126 2002 
26,0  - - 2079 
28,0  - - 2234 

30,0  - - 2388 
32,0  - - 2543 
34,0  - - 2697 
36,0  - - 2852 

38,0  - - 3006 
40,0  - - 3161 
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