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10mm Nominal Bore P.T.F.E SEAL
ENCLOSED DISCHARGE SAFETY VALVE FOR

COMPRESSED AIR, GASES & LIQUEFIED GASES.
TYPE 636107

ENCLOSED DISCHARGE
10mm NOMINAL BORE SERIES M/2

P.T.F.E. SEALED

TYPE 34610 ST.STL.

TYPE 35610 BRASS/ST.STL.

THIS DRAWING IS THE COPYRIGHT OF SEETRU LIMITED & MUST NOT BE REPRODUCED WITHOUT THE PRIOR PERMISSION OF SEETRU LIMITED. ALSO THE PRODUCT SHOWN ON THE DRAWING IS SUBJECT TO THE DESIGN RIGHT OF SEETRU
LIMITED IN ACCORDANCE WITH COPYRIGHT, DESIGN & PATENTS ACT 1988. THE CONTENTS OF THIS DATA SHEET DO NOT CONSTITUTE AN OFFER. SEETRU LIMITED RESERVES THE RIGHT TO AMEND SPECIFICATION WITHOUT NOTICE.

PARTS LIST & MATERIAL SPECIFICATION

FOR CRYOGENIC SERVICE
1. DESIGNED FOR THE PROTECTION OF PIPING, EQUIPMENT AND CRYOGENIC STORAGE TANKS AGAINST OVERPRESSURE CAUSED BY THE EXPANSION
      OF LIQUEFIED GASES.
2. OUTLET PIPEWORK SHOULD BE ARRANGED TO PREVENT THE INGRESS OF MOISTURE WHICH MAY FREEZE AND AFFECT THE CORRECT OPERATION
     OF THE VALVE. VALVES CAN BE SUPPLIED WITH SUITABLE POSITIONED DRAIN HOLES TO HELP PREVENT THIS OCCURRING.
3. CAN BE SUPPLIED CLEANED DEGREASED AND SEALED TO APPROPRIATE SPECIFICATIONS.

SAFETY
4. IT IS STRONGLY RECOMMENDED THAT ALL OPERATORS OF CRYOGENIC EQUIPMENT FAMILIARISE THEMSELVES FULLY WITH ALL SAFETY ASPECTS OF
     HANDLING LIQUIDS AND GASES.

APPROVALS
Ad-Merkblatt A2: (TÜV GERMANY), Ref- TÜV.SV.08-728.9,5.D/G.α

W
.p

Materials meet the requirement of BAM (Germany) for Oxygen Service.
P.E.D. 97/23/EC
Type examination module B, Cert. No. 01 202 111-B-00016
Quality management system module D, Cert. No. EDS 0002011/01
Designed in accordance with BS 6759 & BS EN ISO 4126-1.

TECHNICAL DATA
Relieving pressure = Set pressure +10% (0.1 Bar.g. below 1.0 Bar.g.)
Reseating pressure = Set pressure -10% (0.3 Bar.g. below 3.0 Bar.g.)
Maximum set pressure = 30.76 Bar.g.
Minimum set pressure = 0.83 Bar.g.
Flow area = 70.9mm2

Inlet bore diameter = 9.5mm
TÜV derated coefficient of discharge α

W
= 0.7 (3.0 to 30.8 Bar.g.), α

W 
 = 0.6 (0.8 to 3.0 Bar.g.)

Temperature range = -1960C to 500C
Minimum lift = 2.4mm
Maximum permissible built up back pressure = 10% of set pressure at or below which flow is not reduced.
Stable operation on flows down to 50% of valve rated capacity.
FOR FUTHER INFORMATION, INSTALLATION AND OPERATING INSTRUCTIONS, CONVERSION FACTORS ETC.
SEE TECHNICAL INFORMATION SECTION.
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01643 01653

1 TAESTELNI 13S613079SB.LTS.TS

2 RENIATERLAES 13S613079SB.LTS.TS

3 LAESETITHCTUT .E.F.T.P

4 REGNULP 13S613079SB.LTS.TS 231ZC4782SBSSARB

5 YDOB 61C6130013SB.LTS.TS LATEMNUG

6 GNIRPS 62S2036502SB.LTS.TS

7 ELDNIPS 92S134079SB.LTS.TS

8 RETSUJDA 13S613079SB.LTS.TS 121ZC4782SBSSARB

9 PAC 13S613079SB.LTS.TS 121ZC4782SBSSARB

01 LAES&ERIW DAEL&.LTS.TS

11 GNIR'O .E.F.T.P

21 REVOC 13S613079SB.LTS.TS 121ZC4782SBSSARB

ILLUSTRATED SHOWING

TYPE S
SEALED BASIC VALVE

NO EASING GEAR

VALVES WITH EASING GEAR
AVAILABLE, REFER TO SEETRU.
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FLOW CHART (P.E.D.)
TO CALCULATE INTERMEDIATE FLOWS SEE TECHNICAL INFORMATION SECTION

VALVE SELECTION CHART
Standard thread sizes shown, others may be available

Example: Ordering code 34610A 047 7 is ST.STL. construction Basic, with 1/2” BSP
parallel inlet connection, 3/4” BSP parallel outlet and wirelocked.
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