
                      
                              

 
 
                                                                                                                                                                                                      

VALVULAS DE RETENCION TIPO VLR       PN40 
NON RETURN VALVES VLR TYPE         DN ½” ÷ 2” 

 
 

CARACTERISTICAS 
CHARACTERISTICS 

 

- Válvulas de retención de pistón ascendente, paso recto,  
   para aplicaciones con gas y criogenia 
- Asiento integral y disco de teflón recambiable, con cierre plano 
- Extremos para encaje de tubos de cobre o Aº inox, o  
   rosca hembra o macho bajo Pedido 
- Bajo Pedido pueden suministrarse válvula tipo VLR/C  
  con Tuercas y Coletes en los extremos 
- Suministradas desengrasadas para uso con oxígeno, y con 
   tapones de polietileno en los extremos. 

 

- Globe lift type check valves, with threaded bonnet, for  
   gas applications 
- Integral seat and renewable sealing disc, with flat seat, 
- ODS or SW ends, or thread male or female by Order. 
- Is available also the type VLC/C with nut & nipples 
- The valves are supplied degreased for oxygen service, and with  
   polietilene caps on the ends.  
 
 
 
 
CONDICIONES DE SERVICIO 
WORKING CONDITIONS 

 

TEMPERATURA 
TEMPERATURE 

-60ºC 
-76ºF 

120ºC 
248ºF 

PRESION 
PRESSURE 

40 Bars* 
600 psi* 

25 Bars 
350 psi 

 
* Datos para condiciones “non shock” 
   Information for non-shock conditions 
 
 
 
 
 

PRESION DE PRUEBA 
TEST PRESSURE 

 

PRUEBAS 
TESTS BARS PSI 

PRUEBA HIDRÁULICA DEL CUERPO 
HYDRAULIC TEST OF THE BODY 37,5 530 

PRUEBA NEUMÁTICA DEL CIERRE 
PNEUMATIC TEST OF THE SEAT SEAL 25 350 

 
 
 
 

 
                                    DIMENSIONES EN MILIMETROS 
                                       DIMENSIONS IN MILIMETRES 

 

 ¼” 3/8” ½” ¾” 1” 1¼” 1½” 2” 

L 66 66 80 110 124 145 197 197 

H 44 44 53 70 97 110 115 115 

                                                                                      
 
 
 

VALVULAS DE RETENCION 
NON RETURN VALVES

RE
F 

DENOMINACION 
PART MAME MATERIAL 

1 CUERPO 
BODY 

LATON FORJADO 
FORGED BRASS 

2 CABEZA 
BONNET 

LATON FORJADO 
FORGED BRASS 

3 JUNTA DE LA TAPA 
BONNET GASKET 

P.T.F.E. 
P.T.F.E. 

4 SOPORTE DEL CIERRE 
DISC HOLDER 

LATON FORJADO 
FORGED BRASS 

5 DISCO DE CIERRE 
SEAL DISC 

TEFLÓN 
P.T.F.E. 

6 MUELLE 
SPRING 

ACERO INOX 
STAINLESS STEEL 

 

Компания CRYONICA:      Tel: +7 (3412) 320 597;     E mail: info@predklapan.ru ;       WWW: predklapan.ru


