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THIS DRAWING IS THE COPYRIGHT OF SEETRU LIMITED & MUST NOT BE RE-PRODUCED WITHOUT THE PROIR PERMISSION OF SEETRU LIMITED. ALSO THE PRODUCT SHOWN ON THE DRAWING IS SUBJECT TO THE DESIGN RIGHT OF SEETRU
LIMITED IN ACCORDANCE WITH THE COPYRIGHT, DESIGNS & PATENTS ACT 1988. THE CONTENTS OF THIS DATA SHEET DO NOT CONSTITUTE AN OFFER. SEETRU LIMITED RESERVES THE RIGHT TO AMEND SPECIFICATION WITHOUT NOTICE.

APPROVALS
Ad - MERKBLATT A2: (TÜV GERMANY), REF.- T.Ü.V.SV.11-276.7,9.D/G.0,63.p.
P.E.D. 97/23/EC
Type examination module B, Cert. No. 01 202 111-B-00015
Quality management system module D, Cert. No. EDS0002011/01
Designed in accordance with BS 6759:1984 & BS EN I.S.O. 4126-1

TECHNICAL DATA
Relieving pressure = Set pressure +10% (0.1 Bar.g below 1.0 Bar.g)
Reseating pressure = Set pressure -10% (0.3 Bar.g below 3.0 Bar.g)
Maximum set pressure = 5 Bar.g
Minimum set pressure = 0.27 Bar.g
Flow area = 49mm2

Inlet bore diameter = 7.9mm
T.Ü.V. Derated coefficient of discharge α

d
= 0.63 below 3.0 Bar.g see ’α

d
Vs set pressure chart’.

Temperature range = -0OC to 150OC subject to seal materials.
FOR FURTHER INFORMATION, INSTALLATION AND OPERATIONS, CONVERSION FACTORS ETC.
SEE TECHNICAL INFORMATION SECTION.

ALTERNATIVE TOP FITTING
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1 YDOB 231ZC4782SBSSARB

2 LAESETITHCTUT NOITACILPPATIUSOT

3 REGNULP 231ZC4782SBSSARB

4 GNIRPS 62S2036502SB.LTS.TS

5 RETSUJDA 231ZC4782SBSSARB

6 PAC 231ZC4782SBSSARB

7 ETALPEMAN YOLLA.LA
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VALVE SELECTION CHART
STANDARD THREADS SIZES SHOWN, OTHER SIZES MAY BE AVAILABLE.

Example: Order code 75008 123 4 is Rota-lift type easing gear, 1/4”BSP.TR inlet connection, with Silicone seals and crimped locking.
Seal Material: Last digit of ordering code 4 calls up Silicone seal. When other material is required, last digit changes to:-

4. Silicone.
6. Ethylene Propylene.

FLOW CHART (T.U.V.)
- TO CALCULATE INTERMEDIATE FLOWS SEE TECHNICAL INFORMATION SECTION
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FLOW CHART (EN 4126-1)
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PRESSURE / DISCHARGE COEFFICIENT CURVE FOR VALVE 75008. 0.27 - 4.0 BAR G.
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DISCHARGE COEFFICIENT ABOVE 3 BAR G. = 0.63
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