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1/8” Nom. Bore BRASS CONSTRUCTION
DIRECT SPRING LOADED ATMOSPHERIC

DISCHARGE SAFETY VALVE FOR
COMPRESSED AIR OR GASES

ATMOSPHERIC DISCHARGE
1/8” NOM. BORE

TYPE 31210

THIS DRAWING IS THE COPYRIGHT OF SEETRU LIMITED & MUST NOT BE REPRODUCED WITHOUT THE PRIOR PERMISSION OF SEETRU LIMITED. ALSO THE PRODUCT SHOWN ON THE DRAWING IS SUBJECT TO THE DESIGN RIGHT OF SEETRU
LIMITED IN ACCORDANCE WITH THE COPYRIGHT, DESIGNS & PATENTS ACT 1988. THE CONTENTS OF THIS DATA SHEET DO NOT CONSTITUTE AN OFFER. SEETRU LIMITED RESERVES THE RIGHT TO AMEND SPECIFICATION WITHOUT NOTICE.

PARTS LIST &
MATERIAL SPECIFICATION

APPROVALS
Designed in accordance with ISO 4126-1:1991
P.E.D. 97/23/EC
Type examination module B, Cert. No. 2002/035/8878/1
Quality management system module D, Cert. No. EDS 0002011/01

TECHNICAL DATA
Relieving pressure = set pressure +10%
Reseating pressure = set pressure -15%
Maximum set pressure = 241.4 Bar.g.
Minimum set pressure = 48.2 Bar.g.
Flow area = 10.46mm2

Inlet bore diameter = 3.65mm
Derated coefficient of discharge Kdr = 0.68
Minimum lift = 0.91mm
Temperature range = -50O to 180OC
FOR FURTHER TECHNICAL INFORMATION, CONVERSION FACTORS, INSTALLATION AND OPERATING
INSTRUCTIONS ETC. SEE TECHNICAL INFORMATION SECTION.

FLOW CHART
-TO CALCULATE INTERMEDIATE FLOWS SEE TECHNICAL INFORMATION SECTION.

ILLUSTRATED SHOWING
TYPE B

BASIC WIRELOCKED VALVE
WITH DOWNWARD SHROUD

VALVE SELECTION CHART

Example:
Ordering Code 31210 1303 is Basic valve with 1/2”BSP parallel inlet connection, Viton® seal and no
easing gear wirelocked with downward facing shroud.

1

2

3

4

5

6

7

INLET
CONNECTION

9

A/F HEX.

85
 R

EF
.

8
1 TAES .LTS.TS

2 YDOB SSARB

3 LAESCSID NOITACILPPATIUS

4 REGNULP .LTS.TS

5 GNIRPS .LTS.TS

6 RETSUJDA SSARB

7 PAC SSARB

8 LAES&ERIW ERIW&.LTS.TS

9 DUORHS SSARB

TELNI
NOITCENNOC

GNIREDRO
EDOC

GNITTIFPOT XEHF/A
S'MID

mmB

8/3G
)LELLARAPPSB"8/3(

01213

3030 6.52

4/3G
)LELLARAPPSB"4/3( 3034 33

2/1G
)LELLARAPPSB"2/1( 3031

6.522/1R
)REPATPSB"2/1( 3032

)TPN"2/1( 3033

Seal Material:
Last digit of order code calls up Viton® seal.
When other material is required the last digit
changes to:-
1. NITRILE 5. NEOPRENE
3. VITON® 6 ETHYLENE PROPYLENE

g.raBERUSSERPTES 2.84 05 06 07 08 09 001 051 002 042 4.142
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mlamroNrabm3101DNA 3 h/
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