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NOMENCLATURE 2-PIECES PIECE COMPONENTS

DN 150 a 200 Size 6" to 8"

5 - Matiere (EN) - Material (ASTM)
N Nb Description Inox Acier Item | Qty Description 5 steel Costeel
03 1 |Corps monobloc ISO 1.4408 1.0619 03 1 |Body A351 CF8M A216 WCB
04 1 |Rondelle de friction PTFE 20%PEEK PTFE 20%PEEK 04 1 |Stem thrust seal 20%PEEK PTFE 20%PEEK PTFE
05 | 1 |Tige de manceuvre 1.4404 1.4404 05 1 |[Stem 316L 316L
Garniture de presse-étoupe Gland packing
06 1 Version chimie PTFE 33%C+2%Gr PTFE 33%C+2%Gr 06 1 Chemical version 33%C+2%Gr PTFE 33%C+2%Gr PTFE
Version Sécurité Feu Graphite Graphite Fire-Safe version Graphit Graphit
07 | 2 |Rondelles ressort 1.4310 1.4310 07 2 |Spring washers 301 301
08 2 |[Sieges PTFE PTFE 20%PEEK 08 2 [Seat PTFE 20%PEEK PTFE
0ot | 1 Tournant sphérique oo | 1 Ball
DN150 a DN200 1.4409 1.4409 Size 6" to 8" CF3M (316L) CF3M (316L)
10 | 1 [Manchette de raccordement 1.4408 1.0619 10 1 |Body connector A351 CF8M A216 WCB
Vis TH (DIN F1 , Screw (DIN F1
13 | 12 DN15£) ) 1.4301 Glasse 5:-2lgue 13 | 12 | size ;" ) 304 Class 8.8
Bichromaté —
16 | DN200 16 Size 8
Joints de corps Body seal
14 | 1 Version chimie PTFE PTFE 14 1 Chemical version PTFE PTFE
Version Sécurité Feu 1.4404 + Graphite | 1.4404 + Graphite Fire-Safe version 316L + Graphit 316L + Graphit
18 | 1 [Ecrou de fouloir 1.4404 1.4404 18 1 |Nut gland 316L 316L
19 | 1 [Noix de manceuvre 1.4305 1.4305 19 1 |Handle adaptator 303 303
24 | 1 |Fouloir 1.4404 1.4404 24 1 |Gland 316L 316L
28 | 1 |Frein décrou de P.E 1.4307 1.4307 28 1 |Stop nut gland 304L 304L
29 | 1 |Entraineur 1.4307 1.4307 29 1 |Coupling 304L 304L
30 | 1 |Arcade 1.4307 1.4307 30 1 |Bracket 304L 304L
31 1 |Réducteur manuel Gg25 Gg25 31 1 |Gear box Gg25 Gg25
32 | 4 |Rondelle plate (coté réducteur) 1.4301 1.4301 32 4 |Ring (gear box side) 304 304
33 | 4 [vis TH (coté réducteur) 1.4301 1.4301 33 4 |Screw (gear box side) 304 304
39 | 4 |Rondelle plate (coté robinet) 1.4301 1.4301 39 4 |Ring (valve side) 304 304
40 | 4 |vis TH (coté robinet) 1.4301 1.4301 40 4 |Screw (valve side) 304 304
* Sphere pergée en standard dans la rainure. * Drilled ball as standard in slot

Robinets 2-pieces " - 07 2-piece ball valves

E-mail: infos@meca-inox.com - Web : www.meca-inox.com

Données fournies pour information.

Values given for information.
Evolutions possibles.

Changes possible.
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TYPES DE JOINTS SEATS & SEALS MATERIAL

R2S
R2S: caractéristiques R2S: technical data
Version Chimie Chemical version
Sieges TFM (PTFE 2eme génération) TFM seafts
Versions acier au carbone et inox CF8M Carbon steel and stainless steel CF8M
Version standard: Standard version:

Percage boule dans la rainure pour Ball drilling in the stem mark for cavity relief.
décompression du corps.

ATEX 94/9/CE ATEX 94/9/CE

Option: Option:

Percage boule coté amont. Upstream vent hole for cavity relief.
Agréments: Approvals:

PED 97/23/CE PED 97/23/CE

TA-Luft (conformité aux émanations fugitives) TA-Luft (fugitive emissions)

AD Merkblatt 2000 AD Merkblatt 2000

Matériau des sieges agreé FDA Seat material FDA approved

Options: Option:

Marquage 1 suivant TPED 99/36/CE ™ marking according to TPED 99/36/CE

Courbes Pression-Température R2S Pressure-Temperature Diagrams

60 : 870
50 | 725
(240 DN 15-100 5805
3 A s = £
a | am s == p— | | | roN
c 30 ! 0 et | | | | | 435 b
) ] N | | | a
()] ' 0
o 20 | DN 80 -200 290 9

, " . | o
o = e T e S
10 : : - : : 145
] | { | { |

0 — \ - - ‘ - ‘ 0

-40 -20 0 20 40 60 8 100 120 140 160 180 200 220 240 260 280 300 320 °C

-40 -4 32 68 104 140 176 212 248 284 320 356 392 428 464 500 536 572 608 °F
Température mini pour robinet en acier au carbone: Minimum temperature for carbon steel ball valves:
-10°C / 14°F -10°C / 14°F

Des solutions spécifiques sont disponibles pour les For lower temperature, customer-specific solutions
applications aux températures inférieures, veuillez are available on request. Please contact us for more
nous consulter. information.

Robinets 2-pieces " - 08 2-piece ball valves

E-mail: infos@meca-inox.com - Web : www.meca-inox.com

Values given for information.

Données fournies pour information. g
Changes possible.

Evolutions possibles.
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R2 DIN

RACCORDEMENTS

R2 DIN court

DN 150 a 200

TYPE OF CONNECTIONS

R2 DIN short pattern

Size 6" to 8"

PN 16 PN 16
Passage integral Full bore
- F2 >
DN - ISO 1] 1SO 2 Poids (Kg)
Size PN | QA | D K E F1 | F2(F3| G | J3 20 QP | T 5211 | 5211 V |9R| W Y Weight (Kg)
150 | 6" 16 | 150 | 350 | 180 | 330 | 70 | 313 | 310 | 129 | 22 |8 x @22 / @240 | 285 | 140 | F12 F12 199,5( 485 | 363 | 83 86,000
200 | 8" 16 | 200 | 400 | 230 | 400 | 70 | 313 | 310 | 166 | 24 |12 x @22 / @295| 340 | 140 [ F14 | F12 | 120 | 485 | 433 | 83 135,000

Robinets 2-pieces " - 16 2-piece ball valves

Données fournies pour information.

Evolutions possibles. E-mail: infos@meca-inox.com - Web : www.meca-inox.com

Values given for information.
Changes possible.
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SYSTEME D'ETANCHEITE 2-PIECES

Presse-étoupe

neuf - new

R2S DN 15 a 50

m Conception suivant NF EN 12516-1, DIN
3841, AINSIB16.34

B Antistatique suivant ISO 7121, NF EN 1983

Garniture (6) chargée
PTFE+carbone+graphite

Ensemble bille / ressort (B) entre tige &
corps et tige & boisseau (DN > 50)

B Efanchéité primaire par rondelle de friction
(4) en PTFE renforcé PEEK

B Etanchéité secondaire par garniture de
type "chevron" (6) permettant de
maintenir I'étanchéité lorsque la pression
vient du corps du robinet

B Fouloir inox (24)

B Rattrapage du jeu de la garniture par
rondelles ressort (7)

neuf - new

R2S DN 65 a 200

Robinets 2-pieces

2-PIECE SEALING DESIGN

) Gland-packing
Usé - worn

R2S Size 1/2"to 2"

Design according NF EN 12516-1, DIN 3841,
AINSIB16.34

Antistatic gland packing according to
ISO 7121, NFEN 1983

Gland packing (6) in PTFE+carbon+graphite

Ball / spring system (B) between stem & body
and stem & ball (DN > 50)

Primary sealing with thrust seal (4) in PEEK
reinforced PTFE

Secondary sealing with a "V-ring" packing (é)

to allow sealing under pressure coming from
the valve body

Gland in stainless steel (24)

Wear compensation thanks to the pair of
spring washers (7)

usé - worn

R2S Size 2"1/2 to 8"

" - 04 2-piece ball valves

Données fournies pour information.
Evolutions possibles.

E-mail: infos@meca-inox.com - Web : www.meca-inox.com

Values givgn for information.
Changes possible.



/V\eca-‘ino

MOTORISATION PNEUMATIQUE PNEUMATIC ACTUATION
R2S / R2Z + TSR / TDA

Nomenclature R2S/R2Z Motorisé R2S/R21 actuated components

DN 65 & 200 Size 2"1/2 to 8"

Description Matiére (EN) Item Qty Description Material (ASTM)
19 1 |Noix de manceuvre 1.4305 19 1 |Handle adaptator 303
29 1 |Entraineur 1.4307 29 1 |Coupling 304L
30 1 |Arcade 1.4307 30 1 |Bracket 304L
32 4 |Rondelle plate coté opérateur 1.4301 32 4 |Ring (actuator side) 304
33 4 |Vis TH coté opérateur 1.4301 33 4 |Screw (actuator side) 304
39 4 |Vis TH coté robinet 1.4301 39 4 |Screw (valve side) 304
40 4 |Rondelle plate coté robinet 1.4301 40 4 |Ring (valve side) 304

Motorisation V - 18 Actuation

Données fournies pour information. -~ e P R . v
Evolutions possibles. E-mail: infos@meca-inox.com - Web : www.meca-inox.com

Values given for information.
Changes possible.
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PNEUMATIC ACTUATION

MOTORISATION PNEUMATIQUE
R2S + TSR / TDA

R2S actuated

Size 2"1/2 to 8"

R2S Motorisé

DN 65 a 200

Modele TRUTORQ Simple Effet sur R2S
Spring Return TRUTORQ type on R2S

ISO1 TRUTORQ ISO 2 T
65 2"1/2 | 104 Fo7 TSR0O35 F10 266 156 78 79,5 380 120 | 166,5 | 105
80 3 114 F10 TSRO35 F10 266 156 78 79,5 390 120 | 166,5 95
100 4" 133 F10 TSR0O35 F10 266 156 78 79,5 409 120 | 166,5 95
150 6" 180 F12 TSR100 F14 361 227 | 113,51 99,5 | 562,8 | 158 | 253,3 | 140
200 8" 230 F14 TSR150 F14 390 280 140 120 682 158 302 140

Données pour pression de service Q: dP 7 bars Max et 6 bars d'air comprimé
Values given for service pressure at: dP 7 bars Max and 6 bars air supply

Modeéle TRUTORQ Double Effet sur R2S
Double Acting TRUTORQ type on R2S

ISO 1 ISO 2 T

TRUTORQ

65 2"1/2 | 104 Fo7 TDAOO8 FO7 162 105 57 79,5 | 312,5 85 109 69

80 3 114 F10 TDAOO8 FO7 162 105 57 79,5 | 322,5 | 120 109 105
100 4" 133 F10 TDAO12 FO7 194 121 67 79,5 351 120 | 118,5 | 105
150 6" 180 F12 TDAO55 F12 312 191 95,5 | 99,5 517 144 | 207,5| 118
200 8" 230 F14 TDAO55 F12 312 191 95,5 120 | 587,51 158 | 207,5| 140

Données pour pression de service Q: dP 7 bars Max et 6 bars d'air comprimé
Values given for service pressure at: dP 7 bars Max and 6 bars air supply

R2S AP: 7 bars

Double Effet - Double acting
Code

Air Moteur Simple Effet - Spring return

(Bar)

Code

65 6 KPNI2P065 0714 KPNI2P065 1022
FO7 2TDA008 2TSR035 N44
80 6 KPNI2P080 0714 KPNI2P080 1022
F10 2TDA008 2TSR035 N44
100 6 KPNI2P100 0717 KPNI2P100 1022
F10 2TDA012 2TSR035 N44
150 6 KPNI2P125 1227 KPNI2P125 1436
F12 2TDAO55 2TSR100 N44
200 6 KPNI2P200 1227 KPNI2P200 1436
F14 2TDA055 2TSR150 N44
Motorisation V - 1 9 Actuation

Données fournies pour information.
Evolutions possibles.

E-mail: infos@meca-inox.com - Web : www.meca-inox.com

Values given for information.

Changes possible.





