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Fire Safe and Offshore Valves
Type 01855 - Globe Valve

Cryogenic-Globe and Globe/Check Valves, PNS0

“Fire safe " type test approval acc. to EN IS0 10497

Stainless steel body and topwork,
“live loaded " gland packing
“cleaned and degreased for oxygen service

Part No. 01855.X.0001

Part No. 01855.X.5001 Globe/Check Valve
Female thread connection (G) acc. to IS0 2281

Part No. 01855.X.0006

Part No. 01855.X.5006 Globe/Check Valve
Female thread connection NPT acc. to ANSIB 1.20.1

Available options - on request only:
- Female thread connection (R) acc. to ISO 7-Re
= Valve with control disc (tapered design)

Applications:

Suitable for hydrogen, approved for air gases, vapours and cryogenic liguefied gases incl, LNG,
Working temperature: -255°C [ -427°F (18K) up to +120°C [ +248°F (393K)

Recommended working temperature; -60°C [ -T6°F (213K) up to +120°C [ +248°F (393K)
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4 Bonnet gasket
5 Headpiece
6 Balls

8 Stem

9 Gland packing
10 Gland nut

11 Handwheel
12 Spring

13 Bush

Standard marking ace. to Pressure Equipment
Directive 97/23/EC (PED).

Type 01855 - Standard design

Nominal size
Thread size
Dimension code

Face-to-face dimension

Height
Handwheel-&

Wrench size across flats
Wrench size across flats

Waight
Kvs-\alue
Cv-Value

Dimensions in mim.

DINEM ASTM
1.4409 A 351 CFaM
PTFE / Carbon filled (25%)

1.4404 A 276 Grade 316L
Graphite
1.4404 A 276 Grade 316L

1.4571/A4 similar A 194 BAT

1.4404 A 276 Grade 316L
Graphite f PTFE / MICA
14305 A 276 Grade 303
14409  5A 351 CF3M
1.4571 A 313 Grade 316T

CW452K B 159 UNS C51900
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Bronze insert bush design

Technical data

DM 10 10
GW 14 3B
K. 0200 0300
FF 70 70
H 140 140
B 100 100
5, 10 10
5, 30 30
ca. kg 1.0 1.0
m*h 1.6 2.2
galfrmin 1.9 26
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